
Rear Hitch 2" Ball Lighting LED Beacon

Fuel Type
Fuel Supply

Control Box Weatherproof Sealed
Generator Access Lockable Cabinet for Protection

Grid Style
(4) 36" Converters

Converter Style
Converter Material

Chamber Material Stainless Steel
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Fusion Seamless

Length
Width
Height

Grid Material
Stamped & Rolled

High Heat Nickel Alloy

Regulator Setting 11" Water Column

Chamber Length
Chamber Width

Stainless Steel
Welded Ribbon Orifice

# of Converters

Dimensions
18' 6"

44"
39"

Automatic Operation 

Weight (Empty)

Configuration Trailer

12'
15"

2,000 LBS
Weight (w/ Propane) 2,400 LBS

Part of Train System

Performance Guaranteed 


The Fusion Seamless features a 12'L x 15"W completely stainless steel infrared heating chamber consisting of 
four Ray-Tech unique welded ribbon style converters. This heater is mounted on a trailer that can be hauled to 

the site and linked with other Fusion Seamless or Fusion Reflector units to form a heating train. Automatic 
operation makes this an easy machine to use and gives you increased joint density without damaging                         

the asphalt surface!

Seamless paving starts with a Fusion!

Front Hitch 2" Ball Receiver

115V
1

Height Adjustment (2) Jacks for Adjustment
Operation Controls Automatic Ignition and Sensing

Propane (Vapor)
(4) 100 LB Cylinders

Blower Type
# of Blowers

# of Grids (8) 18" Grids

Fuel Tank Connection Excess Flow Check Connection

Power Supply Onboard Propane Powered Generator

Cross Member Material 2" & 4" Channel
Wheels (2) Center Wheels & (4) Swivel Casters

Trailer Frame Material 2" x 4" Tube Steel
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